Ariane 4

Adaptor 937B

Annex 9.1

This adaptor is a carbon fibre structure in the form
of a truncated cone, with a diameter of 937 mm at
the level of the spacecraft separation plane. It is
attached to the reference plane (O 1920) by a
bolted connector frame, and also provides for
spacecraft separation.

The 937 B adaptor has a mass of 60 kg.
The actual spacecraft pair of values (Mcu, Xg) must

remain within admissible limits as defined in figure
A9.1.1.

The spacecraft is secured to the adaptor interface
frame by a clampband. This comprises a metal
strip applying a series of clamps to the payload
and adaptor frames. The clampband assembly
comprises two half clampbands, connected by
bolts which are cut pyrotechnically to release the
clampband, which is then held captive by the
adaptor assembly.

The clampband tension does not exceed 27 700 N
at any time, it is defined to ensure no gapping
between the spacecraft and adaptor interface
frames in ground and flight environment.

The spacecraft is forced away from the launch
vehicle by 4 springs part of the adaptor and
bearing on supports fixed to the spacecraft rear
frame. The relative velocity between the adaptor
and the spacecraft is about 0.5 m/s.

The force exerted on the spacecraft by each spring
does not exceed: 1 500 N.

Adaptor is equipped either with external or internal
springs on user request.

The figures A9.1.3 and A9.1.7 define the location
and the design of L/V microswitches.

Umbilical connectors brackets: on the spacecraft
side, the connectors brackets must be stiff enough
to prevent any deformation greater than 0.5 mm
under the maximum force of the connector spring.
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Fig. A9.1.1. — Limit loads of adaptor 937B at separation plane
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Fig. A9.1.2. — Adaptor 937B

Shock spectrum at separation plane

Issue 2 Rev. 0 A9.1-3



Adaptor 937B

Ariane 4

Xacu
iR
l
g/(i Separation pl_anf _
|
1079 +1
!
__ 5 | —
: l !
1 1
t 2 1920 !
OVERHEAD VIEW
Yacu
225
| ! 2 Umbilical connectors on @ 1219
/
P Keyway See fig. A9.1.5 //’
\\\ ”,—"___“~\\ /I
N - = I AN
A N - / N
45° 7 \s.
// s . \\
// @ /o \\
) ’ 7 a A
// S \ “
1
Zacu ! /
— — ! — — - — — — — —
¢ ' ' K !
|\\ // | ,'
. . . Al ’ / N .
2 Launch Vehicle Microswitches \ Ao @// ) N
See fig. A9.1.7. -, . 0
\\ / @ ,/
\ ’ ) ’ ) /
\ ~ A,
N ) | W
4 Separation Springs
or{ apart on @ 825.5
apart on @ 1104.9
Fig. A9.1.3. — Adaptor 9378
General view and main characteristics
A9.1-4 Rev. 0 Issue 2



Ariane 4 Adaptor 937B

22.5° —=

2 umbilical connectors
on 9 1219 \

) ) 9825.5

01104 .9

s
’

Keyway not mandatory

7’ \

4 internal spring
seats 90" apart

A

45°

4 exfergag spring
seats 90" apart ,@/

UNDERSIDE VIEW

SECTION A-A

Not to exceed @ 940 in this area

. o
s . [ I /Al |
eparation Plane s 74 —

See Fig. A9.1.6.

Fig. A9.1.4. — 937B spacecraft configuration

General view and main characteristics

Issue 2 Rev. 0 A9.1-5



Adaptor 937B

Ariane 4

DETAIL A
0939.97%.
¢ 2.65%;
ch0.2x0.2 RO.13
/
/
m
o
o
+I|
A
o3[ owso
O
@945 . 26 50-15 8
. \ . 2
0876 .3+0.25 \ Detail A 2 c] 0:5'
"
N _

sep. plane

Stiffness :

S =462 mm?

Ixx = 30510 mm*

lyy = 19600 mm*
Applicable length = 25 mm

+0.13
0

5.5

Coating :
Chromic acid anodizing
Except A1200 0N — e —

RO.25 *0.13

'
1
1
1
1
)
I
I
1
1
I
I
I
|
I
I
!
]
|
1
1
1
T

Keyway Detail

Fig. A9.1.5. — 937B adaptor interface frame (details)
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